Overhead Crane 5 years warranty
ng ht beam Resistant to crane vibrations

N High visibility and greater safety

Low consumption

- J
Example of installation

B Available Colours

Till 20 meters

Power supply

Maximum power input
IP protection class Ph

Operating temperature 40°c a/to +60°c (blue The length of the projected beam can be reduced by up to 20%, depending on the amount of light in the

environment. The visibility of the projection depends on the amount of light present in the environment.

m  Safety Bar Super HP Evo
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Overhead Crane 5 years warranty
ng ht beam Resistant to crane vibrations

~ High visibility and greater safety

Visible with dust and dirt

@ Low consumption

J
Example of installation View from below

Till 12 meters

Power supply
Maximum power input 5 0) - od
IP protection class P6

Operating temperature da/jrom-4U°ca/to 60°c (blue The length of the projected beam can be reduced by up to 20%, depending on the amount of light in the
to> ec environment. The visibility of the projection depends on the amount of light present in the environment.
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Overhead Crane S

SpOt & SymbOIS Resistant to crane vibrations
High visibility and greater safety
Visible with dust and dirt

Low consumption

SAFE CBANE

Power supply 90-305Vac

Maximum power input
IP protection class P5

Operating temperature
to +50°C Dimension could change + 5% basing on different kind of symbol.

Safe Crane Safety Circle
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5 years warranty

SpOt prOjeCtionS for Walklng No use of paint and adhesives
WayS or Overhead cranes Resistant to crane vibrations

High visibility and greater safety

KM (" Visible with dust and dirt

Low consumption

n
- &
Example of installation

Power supply
Maximum power input OW (gree 32 ed Till 20 meters
IP protection class

Operating temperature da 30°c a/to +60°c (gree
0+50°c (red Dimension could change + 5%.
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Standard Symbols

A
STANDARDOPTIC S afety Crane

WIDEOPTIC Safety C
Safety Crane
- y

- -
stanparD | WIDE stanparn | WIDE STANDARD STANDARD
oPTIC | OPTIC OPTIC | OPTIC 0PTIC OPTIC
code | code symbol symbo code code 0
169065 | 282235| m93es | 282255 A\ 255015 | (S 173365
Al &
A \v{
169075 | 281065 k 182125 /a\ ]! 181705 | 282265
169035 | 262845 x 182135 /a\ 1] 165305
165085 | 281075 | mammp 182145 SOS 1 165325
18203 | 281705 z 182085 /a\ 3 165345
172065 9 182075 /N 5 165365
176275 Q 182115 | 281685 |‘| 7 165385
176085 @B 182065 | 282275 /A A 166755
182155 | 28125 | @ 182055 /A C 166775
169055 | 202555 A\ 182095 (i E 166795
169045 W 182105 | 282215 | A\ G 166815
165155 | 282225 oL 182045 | 281005 | 4ump | 166835
173025 | 174675 | ALT 173035 h 166855
\
173065 YES 173075 NO 166875
173015 ® 173045 () 166895
174585 @ 167605 | 281695 | /8\ 166915
A\,
174265 | 262865 @ 174405 & 166935
N
182025 | 281085 * 173055 @ 166955
o+
173085 (/) 173095 o 166975
'

257365 | 281105 25578S | 281M1S
& &

166995

1




Standard Symbols
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